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C. install a 27 ft. steel pole with 38 ft. mast arm, traffic and pedestrian signal heads, pedestrian push—button with R10~3(1) Mod. sign, . video I-U 35 34 - -
detection camera and signs. (Note: one — 3 in. PVC schedule 80 conduit bend). ' % VD
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D. Install a 27 ft. steel pole with 70 ft. mast arm, traffic and pedestrian signal heads, pedestrian push—button with R10—-3(1) Mod. sign, video DN, )5) :U TURN
detection camera, signs, and a 15 ft. lumingire arm with a 250 watt HPS luminaire as shown. {Note: one — 3 in. PVC schedule 80 conduit %l "\ - . @ Crestwood &% ON
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E. Install a 27 ft. steel pole with 60 ft. mast arm, traffic and pedestrian signal heads, pedestrian push—button with R10—3(1) Mod. N B8 - D-3(1) R10>110
sign, video detection camera, signs and a 15 ft. luminaire arm with a 250 watt HPS luminaire as shown. (Note: one — 3 in. PVC AV (16" X Var.) (24 X 307)
~ schedule 80 conduit bend). : ™ tl:l Dual Faced '
i
F. 'Install a 10 ft. pedestal pole with a breakawoy base support system, pedestrian signal head, and pedestrian push—button with . % 25 30 Allegheny
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G. - Remove existing northbound mast arm, signal heads, signs, and luminaire as shown. Install mast arm flange plate cover. Reuse R :U £ P e P e # 132773 K
existing mast arm pole, eastbound mast arm, and signs. Replace existing traffic signal heads and relocate existing street name 1io o A : : _
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J. Install electrical handhole. ' FUTURE HANDICAP ' -
K. install detector warning surface to ADA ramps, as shown. RAMP AND SIDEWALK NOTE: CONTRACTOR SHALL CONTACT FREDERICK
o ' CONNECTION TO BE COUNTY TO DETERMINE BLOCK NUMBERS PRIOR TO
L Instal 3 in. PVC schedule 80 electrical conduit — trenched. INSTALLED BY COUNTY FABRICATION OF DUAL FACED STREET NAME SIGNS.
M. Install 4 in. PVC schedule 80 electrical conduit — trenched. )
.N. Install 4 in. PVC schedule 80 electrical conduit — bored.
0. Install 3 in. PVC schedule 80 electrical conduit — bored.
P. Use existing conduit. : VA e
R. Use existing handhole.
S. Install non—invasive micro probe (set of 3) with 500’ lead in. ;
T.. . Install 24 in. white heat applied permanent preformed — - ' - ) ! YEEE BSRPPERCEEEE
th_ermopiqstic stopbar, as shown. ' : i .
U.  Install 12 in. white heat applied permanent preformed
thermoplastic crosswalk, as shown. '
V.  Eradicate existing pavernent marking.
W.. Install grouhd_mounted sign.
X.  Relocate existing R10—11A sign to new
© 4x4 wood post. 4
Y. Remove existing ground mounted sign.
Z install- 2 in. PVC schedule 80 electrical

conduit — trenched, for power from
metered service pedestal (msp) to
Allegheny Transformer # T32773.
{See Power Feed Detail).
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